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V. TITLE:  Survival Vest Survival Items (Part 1) 
 
VI. OBJECTIVE:  This lesson provides a basic understanding of 
survival items and its contents. 
 
VII. INSTRUCTIONAL AID(S):  SV-2B/CMU-30/P22P AIRSAVE VEST AND 
 NECESSARY SURVIVAL ITEMS 
 
VIII. REFERENCE(S): 
 
 (a) NA 13-1-6.5 
 (b) NA 13-1-6.7-2 
 (c) NA 13-1-6.1-2 
 
IX. PRESENTATION: 
 
 See reference (a), Chapter 9, Section 9-1 through 9-68. 
 See reference (b), Chapter 7 
 See reference (c), Chapter 5 and 14 
 
X. SUMMARY:  
 
 We have just completed a study of survival vest 
accessories.  This includes a study of the optional 
accessorizing equipment. 
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XI. QUESTIONS AND ANSWERS: 
 
Q:  What is the length and type of nylon used to tie survival 
items in the SV-2B survival vest? 
A:  48 inches, type 1A nylon cord 
 
Q:  The length of the cord used to tie the MK-80 pencil flares 
in the SV-2B/CMU-30/P22P AIRSAVE is _____________________. 
A:  12 inches if flare bandoleer used, none if the webbing 
provided in SV-2B is used 
 
Q:  The length of the cord used to tie in the MK-31 flare 
launcher is _________. 
A:  60 inches 
 
Q:  What position is the launcher installed into the SV-2B/CMU-
30/P22P AIRSAVE? 
A:  cocked position 
 
Q:  MK-124 flares are installed in what side of the SV-2B/CMU-
30/P22P AIRSAVE? 
A:  left side 
 
Q:  The PR is looking for what when inspecting the SV-2B/CMU-
30/P22P vest? 
A:  Tears, cuts, abrasions, contamination, corrosion on zippers 
and snaps, elasticity of back straps and flash light straps. 
 
Q:  What type of life preservers does the SV-2B and CMU-30/P22P 
AIRSAVE require for helicopter operations? 
A:  LPU-21/P for SV-2B and LPU-34/P for CMU-30/P22P 


